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Spiral Thicknesser Heads              4 - 6 Wing 

 T.O.K Carbide Planer Heads                             

Code Dia. Bore. Length Insert 

SAPH 125100-40 or 50 125 40 or 50 100  100x16x3 

SAPH 125150-40 or 50 125 40 or 50 150  150x16x3 

SAPH  125180-40 or 50 125 40 or 50 180  180x16x3 

SAPH  125200-40 or 50 125 40 or 50 200  200x16x3 

SAPH  125240-40 or 50 125 40 or 50 240  240x16x3 

SAPH  125260-40 or 50 125 40 or 50 260 260x16x3 

Application: 
Aluminum Planer Heads are used where a perfect finish is  
required and long life due to carbide inserts.  
Suitable for most moulder and thicknesser applications. 
Can also be used on ‘4 sided’ and copying machines. 
Wear on the Carbide inserts can be quickly remedied by rotation 
of the insert. Carbide inserts are 2 edged producing good surface 
finish with long life. 

Centriclamp Planer Heads                  4 Wing 

Code Dia. Bore. Length 

SCCP 125100-40 125 40 100 

SCCP 125150-40 125 40 150 

SCCP  125180-40 125 40 180 

SCCP  125200-40 125 40 200 

SCCP  125230-40 125 40 230 

SCCP  125310-40 125 40 310 

Insert 

SCC 10x2.3x100 

SCC 10x2.3x150 

SCC 10x2.3x180 

SCC 10x2.3x200 

SCC 10x2.3x230 

SCC 10x2.3x310 

Application: 
Centriclamp Planer heads are used where a perfect finish is required. Suitable for 
most moulder and thicknesser applications. 
Can also be used on ‘4 sided’ and copying machines. 
Wear on the Carbide inserts can be quickly remedied by rotation of the insert.  
Due to the extremely high edge quality an extremely good surface finish is achieved.  

Crown Tooling Manufacturers all Spiral Thicknesser to order 

 
Spare Parts: 
Wedge W5012-TS-T3-NP 
Insert Screw  M6x16 TH 
Hex Key M5-TEE 

Last digits on code number denotes bore size choose either 40 or 50. 

PRICE ON REQUEST 
CONTACT C.T.A 

Application: 
Planer and Thicknesser Spiral Planer heads used for all types of timbers on all 
types of machines. The multiple carbide inserts greatly reduces cutting resistance 
and requires less horse power to remove material.  
Capable of cutting knotty wood, stringy wood and hard wood. If one insert edge 
is dull or damaged, rotate it to another edge. Replace only the inserts when all 
four edges are dull or damaged.  
These features greatly reduces down time.  
The spiral cutter heads produce smaller chips, 
enhance chip extraction and much less noise.  
 
TOOL TAKES 15 x 15 x 2.5 RAD 150   Screw RSS-M6-16 

Sizes Available 

Sizes Available 


